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to minimize projection into sidewalk

Top of Intermodal
Yard pavement

Exist. structure
fo be removed \

F
i |
T
|
w1 [
Median
barrier —\ .
Sdwk.
Ad | 22
dek'i F.G.L.
— L P
| — - f
A ~ . -
Sidewalk & supporting retaining wall
| Sidewalk & supporting retaining wall (See retaining wall drawings)
L (provided in roadway plans) |
location of connection to
= H drainage structure
37-57%" € Pier to face of abutment 51-10%" € Pier to face of abutment
- o ool ELEVATION AT RETAINING WALLS
emove 8"'x9" concrete kin i
| ELEVATION AT BRIDGE for groove in top and front (Looking east)
. = faces of remaining portion
(Locking East) of abutment to accommodate
underdrain Intermodal yard
Pavement
Bridge approach
See sheets 28 and 34 for
Pay Limit for Structure Excavation, Waferpfoof%ng‘ sealing 0 slab Std. 420401 Geocomposite 1-6" S
Braced Excavation and Porous and drainage details Pay Limit for Structure Excavation, Wall Drain _*."f N
Granufar Embankment. B " ¢ Bearing Braced Excavation and Porous Ql
eocomposite -
5" PCC Sidewalk o Drg/n Granular Embankment.

Top of Intermodal
Yard pavement

(provided in roadway plans)
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| —— 6" Pipe Underdrain
(Non- Perforated)

Retaiining Wall

3" Min. Sand Bedding —
between Sidewalk and

SECTION A-A

Pipe Underdrain
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SECTION B-B

[~ PGE behind Sidewalk

I Existing South Abutment

Over excavation beyond

the pay limit of Structure
Excavation or Braced
Excavation. This area

also shall be backfilled with
Porous Granular Embankment.
Furnishing and placing of this
portion of that material will not
be measured for payment.

Pipe Underdrain
(See Detail)

5% PCC Sidewalk
(provided in roadway plans)
8"x9" cut In exist. concrete

Cost included in
Concrete Removal
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. '_O:"’// (Non- Perforated)

Back Face

of

Wail Stem or
Retaining Wall

89°-4 3/8 " Face

Over excavation beyond
the pay limit of Structure
Excavation or Braced

l 89-4 3/8 " Face
to face of abuiment walls

fo face of refaining walls

Excavation. This area
also shall be backfilled with
** Dorous Porous Granular Embankment.
Granular Furnishing and placing of this
Embankment portion of that material will not
be measured for payment.
. Sidewalk
IS/dewa/k Pipe Underdrain é
i | (See Detail) K T
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TYPICAL SECTION THROUGH ABUTMENTS

** Excavation for placing Porous Granular Embankment is
included In cost of Braced Excavation & Structure Excavation

SECTIO £

LI .
Permanent sheetin
WALL 1

** Excavation Tor placing Porous Granular Embankment is
Included in cost of Braced Excavation & Siructure Excavation

(north retaining wall only)

Concrefe to Remain fvg‘/’,c%”;ggfﬂe Porous Granular Embankment shall be compacted tfo 957 Modified Porous Granular Embankment shall be compacted to 95 Modified
. Proctor Density and its coarse aggregate gradation shall be CA I8. Proctor Density and jts coarse aggregate gradation shall be CA 18.
* 6" ¢ Perforated Q@
Pipe Drain >~
Notes:
£
Drainage Aggregate e I See Sheet 24 of U.S. 6 Mainline Retaining Walls Along 159th
* Geotechnical Fabric s Street plans for Pipe Underdrain Layout and Quantities.
for French Drains Q VT
~ 2. See Bill of Materials on sheets 25, 26, 31, and 32
for Quantities of Porous Granular Embankment. NAME ILLINOIgTEEZAEEgﬁN{ 209‘: Tr%ANISLqu_EATION
\ 3. Non-perforated drain pipe from back face of DRAINAGE AND BACKFILL
1-0" Top of abutment to the outfalling drainage structure —
Fof,)ﬁng Including connection will be paid for as ETAILS RETAINING WALLS
Pipe Underdrain for Structures 6" STRUCTURES FOR CN INTERMODAL
100 South Wacker Drive, YARD VEHICLES OVER U.S. RTE. 6 (159TH STREET)
PIPE UNDERDRAIN DETAIL 4. See refaining wall drawings for details of drainage 5u|+e°;oo gorer Brive STRUCTURE NOS. 016-2820
* Included in cost of Pipe Underdrain For Structures 6" behind the sidewalk supporting retaining walls. Chlcago, 1L 60606 STATION 85+02.14 % 016-2821
(312) 939-1000 SCALE:  N.T.S. DATE: 8/21/2008




